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PROPOSED PROPOSED
SIGNS SIGNAL HEADS

COMSTRUCTION DETAILS CONT.

Af. USE EXISTING HANDHOLE.

B0 USE EXISTING CONDUIT.

CC. ABAMNDON EXISTING CONDUIT.

DD. ABANDON EXISTING LOOP DETECTOR.

L. ABANDON EXISTING MICROLOOP PROBE SET.

FF. REMOVE EXISTING HANDHOLE.

GG. CUT. CLEAH., GALVANIZE AND CAP TRAFFIC SIGNAL STRUCTURE.

FH. REMOVE EXISTING AND INSTALL 24 INM. WHITE HEAT APPLIED PERMANENT
PREFORMED THERMOPLASTIC PAVEMENT MARKING (STOP LINE).
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JJ. RENMOVE EXISTING M3-3. M1-5 AND MB-1(L) SIGN AND M3~1. M1~5 AND M6-1(R) o3t Dum racen: P
. SICGN AND SUPPORTS. TVARIABLE x 1677 s SHIELD
K¥. THSTALL M3-3 (30 IN.x30 IN.}. MI1-5 (48 IN.x48 IN.} AND M6-1(L) (30 IN. 24 [N.) SOCIATY | ASSEMBLY
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LL. USE EXISTING HANDHOLE. SPLICE NEW 2-CONDUCTOR (NO. 14 A.W.G.) SRR asseueY FLASHING
ALUMINUM SHIELDED ELECTRICAL CABLE TO EXISTING LOOP WIRE (NO. 14 A.W.G. 1. GO % 159 5 | - OPERATION
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D MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE - Y NG , ) | | | ) e e
LITY PRIOR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE / | =] ONLY || || ONLY 2. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
[F THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND THE : ] et oo
SIGNAL WILL OCCUR. THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER SEE {367 % 42”1 €307 X 3671 130" ¥ 3673
MMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED. SPECTAL
2. NTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING SIDEWALKS CAUSED BY THE ROTE  § ol ] RIGHT -OF ~WAY LINE
ALLATION OF SIGNAL EQUIPMENT. P : ; — S Y
3. JINET AND CONTROLLER SHALL BE DELIVERED TO SHA AT 7491 CONNELLEY DRIVE. 4 e A
WER,. 14D 21076, THE CONTRACTOR SHALL NOTIFY SHA AT LEAST THREE (3) DAYS IN
NCE OF DELIVERY. /) ENA T o
4. THE CONTRACTOR SHALL NOT CUT MAST ARM AS INDICATED ON PLANS UNTIL MAST ARM / 5y WL . S — e
POLE LOCATION 1S FINALIZED, ) / @ f (E) W)
5. REFER TO -SHEET 2 FOR DIMENSIONS OF SIGNAL EQUIPMENT AND PAVEMENT MARKINGS/ T2 i Ll
WITHIN INTERSECTION. | / . N ST
6. REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE. i T e il Wioriet
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S o } A. INSTALL 18 FT. STEEL POLE {SEE STEEL POLE DETAILY WITH TWIN A 50 FT.(CUT TO 35 FT. 1/
5 / 60 FT. (CUT TO 55 FT. ) MAST ARMS. TRAFFIC SIGNAL HEADS AND SIGNS (INSTALL 1-2 IN. AND
S . 1=4 [M. SCHEDULE 8CG. 90 DEGREE POLYVINYL CHLORIDE ELECTRICAL CONDUIT BENDS IN POLE BASE).
P ; g. INSTALL 27 FT. (CUT TO 21 FT.) STEEL POLE WITH TWIN 50 FT./70 FT. MAST ARMS. TRAFFIC
it SIGHNAL HEADS. SIGNS AND PEDESTRIAN SIGNAL HEAD. {INSTALL 1-2 IN. AND 1-4 IN. SCHEDULE 80,
o 90 DEGREE POLYVINYL CHLORIDE ELECTRICAL CONDUIT BENDS IN POLE BASE),
C. INSTALL 14 FT. BREAKAWAY PEDESTAL POLE WITH TRAFFIC SICNAL HEAD. PEDESTRIAN SIGHNAL
HEAD AND PUSHBUTTON AND R10-4(1) SIGN. (INSTALL 1-2 IN. SCHEDULE 80. 90 DEGREE POLYVINYL
- - : — - CHLORIDE ELECTRICAL CONDUIT BENDS IN FOLE BASE!. _
SPECIAL NOTES: TELEPHONE 187 ~11" D. INSTALL NEMA SIZE “6” BASE MOUNTED CABINET AND CONTROLLER WITH CONCRETE
i TELEPHONE 197~ 67 PAD AND CONTROL AND DISTRIBUTION EQUIPMENT. (INSTALL 2-2 IN. AND 2-4 IN. SCHEDULE
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. TO AVOID DISTURBANCE OF EXISTING UNDERGROUND UTILITIES. IMARY 29 ~10° F. INSTALL 1 IN. GALVANIZED ELECTRICAL CONDUIT (DETECTOR WIRE SLEEVE].
CONTRACTOR SHALL TEST PIT TO DETERMINE EXACT LOCATION AND DEPTH 6. INSTALL 1 IN. L16UTD-FIOHT FLEXIBIE NON-METALLIC ELECTRICAL CONDUTT (DETECTOR
_ OF UNDERGROUND UTILITIES PRIOR TO INSTALLING SICGNAL EQUIPMENT. WIRE SLEEVE . ,
. _ H. INSTALL MICROLOOP PROBE SET WITH 500 F7. LEAD-IN.
2. THE COWNTRACTOR SHALL NOT BLOCK VIEW OF EXISTING SIGNAL . 9111021 N | \ y ‘ Joo INSTALL MICROLOOP PROBE SET WITH 1.000 FT7. LEAD-IN.
| INDICATIONS DURING INSTALLATION OF MAST ARM. IF NEW MAST | (2073071 |y \ N ‘ \ 6B K. INSTALL & FT. X 30 FT. (3-6~-3 WINDING] QUADRUPGLE TYPE LOOP DETECTOR ENCASED
ARM CANNOT BE INSTALLED DUE TO CONFLICT WITH EXISTING | LT W\ R — / [N 'sg IN. FLEXIBLE TUBING.
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OCCUR DURING NON-PEAK HOURS AS DIRECTED BY THE ENGINEER. RIGHT-0OF - N. INSTALL 4 IN. SCHEDULE 80. POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCAED.
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18 -0 T STEEL POLE DETAIL g UNDERGROUND ELECTRICAL SERVICE AND 2 IN. SCHEDULE 80. POLYYINYL CHLORIDE ELECTRICAL
e — I CONDUIT FOR PROPOSED UNDERGROUND TELEPHONE SERVICE IN COMMON TRENCH. CAaP
NOT TO SCALE ' AND MARK CONDUITS 2 FT. ABOVE GRADE AT UTILITY POLE FOR USE BY OTHERS.
f R. REMOVE EXISTING STRAIN POLE. REMOVE FOUNDATION 12 IN. BELOW GRADE.
CEMOVABLE CAST AR EXTENSION SECTIONS MAST ~ S. REMOVE EXISTING STRAIN POLE AND PEDESTRIAN SIGNAL HEAD. REMOVE FOUNDATION
ALUMINUN CAP SHOWN FOR CLARITY! s ARM £ 12 IN. BELOW CGRADE. BAND W11-1(3) SIGN TO NEW SIGNAL POLE. _
3 OR 4° : 300 %@wm - T. REMOVE EXISTING STRAIN POLE AND PEDESTRIAN SIGNAL HEAD. REMOVE FOUNDATION
WPG RAKE— % [+ 6 , p 12 [N. BELOW GRADE.
wrul - : U. REMOVE EXISTING WOOD POLE. |
RISE ' - - V. REMOVE EXISTING SPAN WIRE. TETHER WIRE. SIGNAL HEADS AND SIGNS.
7/ - ﬂ i _ W. REMOVE EXISTING SPAN WIRE AND SIGNAL HEADS AND S IGNS.
J w60 paows Hige (i s X. REMOVE EXISTING SPAN WIRE AND SIGNAL HEADS.
EXTENSION TAG - \ Y. REMOVE EXISTING BASE MOUNTED CABINET AND CONTROLLER. REMOVE FOUNDATION
e becomi Jonit TAG {TYP Wnitman. Requardt 12 IN. BELOW GRADE. CABINET AND CONTROLLER SHALL BE DELIVERED TO SHA.
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